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John Watson Joinery was established in 1973 as a manufacturer of high quality 
timber doors and windows. With over 35 years of experience in supplying the UK 
housing market, we have developed a unique range of products to meet today's 
stringent requirements for security, weather protection and durability. 
 
Secured by Design (PAS 23/24) 

We have developed a comprehensive range of products for the housing market and we are 
now one of the oldest Secured By Design accredited manufacturers. 

 
Product Range 
We manufacture the widest possible selection of exterior doorsets ranging from steel, fibre, 
timber composites and fire doors for flat entrances to solid hardwood panelled entrance 
doors and French doorsets, all to Secured by Design standards. 
 
Custom Design 
As well as our comprehensive range of standard sizes we offer a bespoke service in which 
we manufacture our standard patterns to non standard sizes and in addition we will design 
doors to non standard patterns. 

 
Windows 
We manufacture custom sized timber casement and mock-sash windows in hardwood and 
pine which have full Secured By Design accreditation BS644 & BS7950. 
 
Social Housing 
With an established customer base within many Housing Associations and Local Authorities 
we have considerable experience and knowledge of the social housing market throughout 
the UK. 
 
Contractor Supply 
As we are the specified manufacturer by a growing number of Housing Associations, we are 
familiar with the requirements of their subcontractors, many of whom with which we have 
developed good cooperative working relationships. 
 
Design/Build 
From our substantial experience in the design build market, we have been able to develop a 
range of competitive products to meet the demands of both excellent durability and 
appealing aesthetics. 
 
Technical Advice 
We freely provide an information service to architects, designers and specifiers, in which we 
provide up to date advice about the current building standards, regulations, and legislation 
affecting window and door design and the most appropriate type of product for the 
application. 

 
SBD Certification 
As one of the first fully approved SBD manufacturers, we always maintain the pace of 
change by keeping our accreditation fully up to date. 
 
Quality 
We pride ourselves in providing a quality service as well as a top quality product. This starts 
with the technical advice which we freely offer to prospective customers and includes prompt 
response at all stages of enquiry and order processing, through to final deliveries within a 
quoted delivery period.  

The FSC logo identifies products that 
contain wood from well managed forests 

certified in accordance with the rules of the 
Forest Stewardship Council 

© 1996 Forest Stewardship Council A.C. 

TT-COC-002881 
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It is our objective at John Watson Joinery to create a climate of excellence not only in our 
products and /or our services, but also for our employees, persons affected by our works 
and the environment. We have devised the following policies to achieve this objective: 

¶ Health and Safety Policy 

¶ Environment Statement 

¶ Diversity Statement 

¶ Corporate Social Responsibility 

The policies listed above can all be downloaded from our company website: 

www.johnwatson-joinery.co.uk 

 
 

The FSC logo identifies products that 
contain wood from well managed forests 

certified in accordance with the rules of the 
Forest Stewardship Council 

© 1996 Forest Stewardship Council A.C. 

TT-COC-002881 

 



 

 

 
Rev A ς January 2010 - Page: 4 

 

 

 

 

 

What is Secured By Design? 

BM TRADA PAS23/24 Q-mark and BS7950/BS644 Certification 
 
Secured By Design is an award given to the developer, landlord or architect building or 
refurbishing homes, commercial developments and sheltered accommodation. The scheme 
and the award have been developed by the Association of Chief of Police Officers Crime 
Prevention Initiatives (ACPO CPI Ltd). The award is given when a development has reached 
not only a minimum standard of physical security - the doors, locks, windows, lighting, 
alarms etc - but also when the layout of the development reduces the opportunity for crime. 
Secured By Design is the guarantee that all reasonable precautions have been built into a 
home or development and that the security level is acceptable to insurance companies 
(under normal circumstances).  
 
Full details on the scheme can be found at www.securedbydesign.com  
 
Entrance doors and accessible windows installed into SBD developments must meet 
specified performance standards to demonstrate appropriate levels of security and fitness 
for purpose i.e. durability, weather tightness and use-ability.  
 
Compliance is proven by independent, third party certification based on:  
 

¶ performance tested against specified standards, and... 

¶ production based on an approved quality management system.  
 
Performance and production continue to be checked on a regular basis via audit testing and 
factory inspections. Testing proves that a product performed on a particular day whereas 
certification, ensures that: 
 

¶ the product continues to meet the performance requirements 

¶ products are always produced to a consistent standard.  
 
The high level of confidence offered by certification is essential when considering security 
and personal safety. 
 

John Watson Joinery - Doorsets to BM TRADA PAS 23/24 

John Watson Joinery - Windows to BMTRADA Enhanced Security BS7950 & BS644 

 

 

 

 

 

 

http://www.securedbydesign.com/
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A range of external and internal, flush faced solid 
core Secured By Design fire doors.  
 

 

Features  
¶ Half hour (44mm thick) or One hour 

(54mm thick) certificated ratings  

¶ With Secured By Design Certification  

¶ Pre-fitted in a timber frames  

¶ Vision panels or side screens as required  

¶ Hardwood lipped  

¶ Complies with Part M regulations for 
wheelchair access  

Frame Styles with Side Panels 

 

 

Sizes:  
Any size made to order, up to a maximum width of 926 mm 
as standard or bespoke as required  
 
Ironmongery:  

¶ Multipoint hook lock 

¶ Euro-profile cylinder (3 keys per lock) 

¶ Keyed both sides or with internal thumb turn 

¶ Lever handles in Satin Anodised Aluminium, brass 
effect, black, chrome or stainless steel 

¶ 3 hi-load, heavy duty hinges  

Frame:  
¶ Pine or Hardwood options 

¶ Batwing smoke seals 

¶ Intumescent strips 

Threshold: 
¶ Solid Hardwood sized to suit carpet or flooring 

(supplied loose) 

Options  

Finishes:  
¶ Primed only 

¶ Fully painted 
¶ Veneered  

Glazing:  
¶ Georgian Wired/Pyroshield 

¶ Pyrobelite 

¶ Pyrobel 

¶ Optilon Phon 

¶ Pryocet 

Hardware:  
¶ Fire door closer (supplied loose) face fixed 

¶ Concealed door closure 

¶ Single/double door closure 

¶ Fire rated sleeved letterplate 

¶ Safety chain or bar 

¶ Door restrictor 

¶ Eye viewer 

Manufacturing lead times  

Normally we can deliver any standard doorset within 4 to 6 
weeks of receipt of signed order confirmation.  

 

  
 

  
 

  
 
 
Door Designs: 
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A range of panel effect reinforced fibre doors. 
 

Features  
¶ 44mm thick - insulated for high thermal 

efficiency  

¶ With Secured By Design Certification  

¶ Oak-grain effect surface can be stained or 
painted as timber  

¶ Pre-fitted in a range of frames  

¶ Glazed panels in a variety of designs  

¶ Composite-GRP skinned to eliminate 
thermal distortion  

¶ 25 Year manufacturers guarantee  

¶ Complies with new Part M regulations for 
wheelchair access  

¶ Weatherproof Threshold Strip with Rain 
Deflector 

Door 
Width 

Door 
Height  

Overall 
Frame 
Width  

Overall 
Frame Height  

(including 
tray) 

762mm 2013mm 848mm 2084mm 

838mm 2013mm 924mm 2084mm 

914mm 2013mm 1000mm 2084mm 

 
Frame Styles with Side Panels 

 

 
Glazing:  

¶ 6.4mm laminated externally 

¶ 4mm toughened internally  

¶ Obscure, patterned or coloured glass to customer 
specifications 

Ironmongery:  
¶ Multipoint hook lock 

¶ Euro-profile cylinder (3 keys per lock) 

¶ Lever handles in Satin Anodised Aluminium, brass 
effect, black, chrome or stainless steel  

¶ 3no Hinges 

Frames:  
¶ Pine 

¶ Hardwood 

¶ PVCu 

Options  
 

Threshold:  
¶ Solid Hardwood Cill 

¶ Structural Plastic Composite Cill 

¶ Low line thresh for wheelchair access 

Finishes:  
¶ Primed 

¶ Painted 

¶ Stained 

Hardware:  
¶ Door closer (supplied loose) face fixed 

¶ Concealed door closure 

¶ Single/double door closure 

¶ Sleeved letterplate 

¶ Eyeviewer 

¶ Safety chain or bar 

¶ Numerals 

¶ Door restrictor 

 
Manufacturing lead times  
 
Normally we can deliver any standard doorset within 4 to 6 
weeks of receipt of signed order confirmation.  

 
Door Designs: 
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A range of flush faced and surface rebate designed 
doorsets  
 
Features  

¶ 60mm thick - insulated for high thermal 
efficiency 

¶ With Secured By Design Certification 

¶ Pre-fitted in a range of frames 

¶ Vision panels in a variety of designs 

¶ Composite-steel lined reinforcement 

¶ Complies with Part M regulations for 
wheelchair access 

¶ Weather proof Threshold Strip with Rain 
Deflector 

 

Sizes: 
¶ Any size made to order, up to a maximum of 920mm 

wide as standard and bespoke as required 

Glazing: 
¶ 6.4mm laminated externally 

¶ 4mm toughened internally 

¶ Obscure, patterned or coloured glass to customer 
specifications 

Ironmongery:  
¶ Multipoint hook lock 

¶ Euro-profile cylinder (3 keys per lock) 

¶ Lever handles in Satin Anodised Aluminium, brass 
effect, black, chrome or stainless steel 

¶ 3 hi-load, heavy duty hinges  

Frames: 
¶ Pine 

¶ Hardwood 

¶ PVCu 

Options 

Threshold: 
¶ Solid Hardwood Cill 

¶ Structural Plastic Composite Cill 

¶ Low line thresh for wheelchair access 

Finishes: 
¶ Primed 

¶ Fully Factory Painted 

¶ Stained 

Hardware:  
¶ Door closer (supplied loose) face fixed 

¶ Concealed door closure 

¶ Single/double door closure 

¶ Sleeved letterplate 

¶ Eyeviewer 

¶ Safety chain or bar 

¶ Numerals 

¶ Door restrictor 

Manufacturing lead times: 
 
Normally we can deliver any standard doorset within 4 to 6 
weeks of receipt of signed order confirmation.  

 

 
 

 
 
Door Designs: 
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A range of bespoke 60mm timber composite 
doorsets. 
 

Features  
¶ The unique feature of these doors is that 

we can modify the outward appearance to 
provide a virtually infinite range of designs 
to suit all contemporary styles  

¶ These are hardwood faced, with a solid 
core and 2 x 0.5mm aluminium sheets for 
strength and security  

¶ Factory finished in the colour of your 
choice  

¶ As with all our doorsets, these doors can 
be combined with our sidelights and top 
lights and comply with our Secured By 
Design Certification  

¶ Frames can be in hardwood or pine and 
all of the normal optional extras can be 
provided:  

¶ Letter plates 

¶ Eye viewers 

¶ Numerals 

¶ Concealed door closure 

¶ Single/double door closure 

¶ Door restrictor  

¶ Hardwood cill 

¶ Factory finish 

¶ Safety chain or bar 

 

 
Sizes:  

¶ Maximum door width 926mm as standard or 
bespoke as required 

¶ Maximum overall frame width 1036mm 

* Doorset Designs DTC8, DTC11, DTC13, DTC14, DTC16, 
DTC17 are exclusive to George Wimpey & Hemingway 
Design. 

 

 
Door Designs: 
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A range of hardwood panelled entrance 
doorsets. 
 

Features  
¶ 56mm thick with insulated timber panels 

for high thermal efficiency  

¶ With Secured By Design Certification  

¶ Traditionally manufactured for maximum 
strength and durability  

¶ Natural high density hardwood surface 
can be stained or painted  

¶ Pre-fitted in a range of frames  

¶ Glazed panels in a wide variety of designs  

¶ Complies with Part M regulations for 
wheelchair access  

¶ Weatherproof Threshold  with Rain 
Deflector  

¶ Custom designs upon request 

 

 
Sizes:  

¶ Any size made to order 

Glazing:  
¶ 6.4mm laminated externally 

¶ 4mm toughened internally  

¶ Obscure, patterned or coloured glass to 
customer specifications 

Ironmongery:  
¶ Multipoint hook lock 

¶ Euro-profile cylinder (3 keys per lock) 

¶ Lever handles in Satin Anodised Aluminium, 
brass effect, black, chrome or stainless steel 

¶ 3no hi-load, heavy duty hinges  

Frames:  
¶ Pine 

¶ Hardwood 

¶ PVCu 

Options  

Threshold:  
¶ Solid Hardwood Cill 

¶ Structural Plastic Composite Cill 

¶ Low line thresh for wheelchair access 

Finishes:  
¶ Primed only or Fully Factory Painted or Stained 

Hardware:  
¶ Door closer (supplied loose) face fixed 

¶ Concealed door closure 

¶ Single/double door closure 

¶ Sleeved letterplate 

¶ Eyeviewer 

¶ Safety chain or bar 

¶ Numerals 

¶ Door restrictor 

 

 
 

 
 

 
 
Door Designs: 

 

 

 


